
MinCa 5.1 E PK
Compact passenger transporter 5 passen‐
gers for use in underground mining

■ Cabin for five passengers
■ Easily accessible loading platform
■ Low lifecycle costs
■ High sustainability
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14544-1

KEY FEATURES OF THE MACHINE
Compact passenger transporter for use in under‐
ground mining

Passengers in driver's cab, maximum 2

Passengers in passenger cabin, maxi‐
mum

3

14568-1

SAFETY
All machines are designed and manufactured in
accordance with the applicable legal requirements.
They offer a correspondingly high level of safety for
users.

Some safety features at a glance:
■ ROPS/FOPS protective canopy
■ Battery main switch, lockable
■ Emergency stop button: one in the driver's cab,

one on the outside
■ Audible reverse signal
■ 3-point safety entry

The following happens automatically in the case of
operator absence:
■ Parking brake is activated

14639-5

OPERATING CONDITIONS
Permitted ambient temperature
*

-20 °C to +40 °C

* Take into account the operat‐
ing temperature of the traction
battery. This can be influenced
by the optional thermal man‐
agement system for the traction
battery.

Permitted longitudinal inclina‐
tion, maximum

35 %

Operating height without power
reduction, maximum

< 5,000 m

14569-1

WEIGHTS AND LOADS
Operating weight * 4,500 kg

Permitted payload, maximum * 1,200 kg

Permitted front axle load, maxi‐
mum

2,200 kg

Permitted rear axle load, maxi‐
mum

3,500 kg

* Depends on selected options and optional equip‐
ment

13767-3

CHASSIS
■ Self-supporting chassis
■ Suspended axles, front steering axle
■ Axle mounts with trailing arms and transverse

links
■ Vehicle suspension via two coil springs with

shock absorbers on each of the front and rear
axles

■ Front and rear tow rings
■ Protective strips all round to protect against

impact
■ Transport rings for assembly and shaft trans‐

port

14571-2

TRAVEL DRIVE
Driving speed:

Maximum forwards 25 km/h

Maximum backwards 25 km/h

■ Electric drive with transfer gearbox and flange-
mounted electric motor

■ Recuperation when braking and driving down‐
hill

■ Continuous all-wheel drive
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14573-2

SERVICE BRAKE
■ Hydraulic foot brake as 2-circuit external force

brake system

14574-2

PARKING BRAKE
■ Spring tensioned, hydraulically released (SAHR)

11333-1

EMERGENCY BRAKE
■ One circuit of the service brake

13778-1

TIRES
Tire size 8.25x15

Tire filling Air

11337-1

STEERING
■ Hydraulic front axle steering with a synchron‐

ized cylinder on the front axle
■ Steering wheel steering
■ Emergency steering characteristics in the

event of engine standstill

14575-9

ELECTRICAL SYSTEM

Battery control voltage

Operating voltage 24 V

Number of batteries 2 pcs.

Battery voltage 12 V

Battery charge 95 Ah

Traction battery

Battery type NMC

Nominal voltage 700 V

Storage capacity 80 kWh

Operating temperature 0 °C - +30 °C

■ Manual service disconnect switch (MSD)
■ Insulation monitoring

Charging socket

Socket outlet type CCS Combo 2

Charging voltage 450-750 VDC

Maximum charging power 90 kW

Charging time (to 90% SoC) 45 rpm

Onboard charger

Maximum charging power 22 kW

Input voltage, 1-phase 120-230 VAC

Input voltage, 3-phase 360-480 VAC

Input frequency 50/60 Hz

■ Power supply with adapter cable connected to
charging socket

16444-1

ELECTRICAL SYSTEM (OPTIONAL EQUIPMENT)

Onboard charger

Maximum charging power 44 kW

Input voltage, 1-phase 120-230 VAC

Input voltage, 3-phase 360-480 VAC

Input frequency 50/60 Hz

■ Power supply with adapter cable connected to
charging socket
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14641-7

ELECTRICAL SYSTEM (OPTIONAL)

External quick charger

Maximum charging power 150 kW

Input voltage, 3-phase 360-1,000 VAC

Output voltage 450-750 VDC

Thermal management system for the traction bat‐
tery

■ Heating and cooling system unit
■ Power supply with traction battery, onboard or

external charger

13790-2

LIGHTING
All headlights and lights as LED variants:
■ Two main headlights at the front, with high

beam, low beam, parking light and turn signals
■ Two tail lights with tail light, brake light, revers‐

ing light and turn signals
■ Two working lights at the vehicle rear
■ Two yellow flashing lights

14644-2

CAB

Open cabin

■ Open cabin with two half doors
■ Two single seats at the front
■ Exit on both sides
■ Laminated glass windshield
■ Wiper/washer system for windshield
■ Interior lighting
■ Ventilation for windshield
■ Two mirrors
■ Document box
■ All drive relevant switches, displays and opera‐

tions are located within reach of the operator

Diagnostic display 4.3"

■ Active faults and fault history
■ Parameter changes with authorization levels
■ Miscellaneous engine data and operating data

Driver's seat

■ Lap belt
■ Vinyl cover
■ Adjustable backrest and seat surface
■ Height adjustable
■ Armrest on both sides

Passenger seat

■ Lap belt
■ Vinyl cover
■ Adjustable backrest and seat surface
■ Height adjustable
■ Armrest on both sides

13792-1

DRIVER'S CAB WITH PASSENGER CABIN
(OPTIONAL EQUIPMENT)

Enclosed cabin

■ Enclosed cabin with four doors
■ Front doors with sliding window
■ Two single seats at the front
■ Bench seat for three passengers in the rear
■ Exit on both sides
■ Windshield made of laminated safety glass
■ Wiper/washer system for windshield
■ Interior lighting
■ Heater with ventilation and filter
■ Two mirrors
■ Document box
■ All drive relevant switches, displays and opera‐

tions are located within reach of the operator
■ Information display for all engine-specific data
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Open cabin (right-hand drive)

■ Open cabin with four half doors
■ Steering wheel and driver's seat on the right-

hand side
■ Two single seats at the front
■ Bench seat for three passengers in the rear
■ Exit on both sides
■ Laminated glass windshield
■ Wiper/washer system for windshield
■ Interior lighting
■ Ventilation for windshield
■ Two mirrors
■ Document box
■ All drive relevant switches, displays and opera‐

tions are located within reach of the operator
■ Information display for all engine-specific data

Enclosed cabin (right-hand drive)

■ Enclosed cabin with four doors
■ Steering wheel and driver's seat on the right-

hand side
■ Front doors with sliding window
■ Two single seats at the front
■ Bench seat for three passengers in the rear
■ Exit on both sides
■ Windshield made of laminated safety glass
■ Wiper/washer system for windshield
■ Interior lighting
■ Heater with ventilation and filter
■ Two mirrors
■ Document box
■ All drive relevant switches, displays and opera‐

tions are located within reach of the operator
■ Information display for all engine-specific data

Driver's seat

■ 3-point harness
■ Headrest
■ ARMREST
■ Vinyl cover
■ Adjustable backrest and seat surface
■ Height adjustable

Passenger seat

■ 3-point harness
■ Headrest
■ ARMREST
■ Vinyl cover
■ Adjustable backrest and seat surface
■ Height adjustable

13797-1

DRIVER'S CAB(OPTIONAL)
■ Air conditioning system
■ Rearview camera system
■ Driver's seat contact switch
■ Driver's seat seatbelt contact switch
■ 2-point harnesses for rear seats

13798-1

LOADING PLATFORM
■ Loading platform made of sheet metal with flat

wear resistant floor
■ Side walls made of sheet metal, fixed at the

sides, hinged at the rear
■ Four lashing points for securing the load, in the

floor of the loading platform

12818-6

FIRE PROTECTION
■ Handheld fire extinguisher
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12993-3

FIRE PROTECTION (OPTIONAL EQUIPMENT)
■ HRD fire suppression system (PROTECFIRE)

with manual trigger and dry chemical extin‐
guishing agent

■ HRD fire suppression system (PROTECFIRE)
with automatic trigger and dry chemical extin‐
guishing agent

■ HRD fire suppression system (ANSUL) with
manual trigger and wet agent solution

■ HRD fire suppression system (ANSUL) with au‐
tomatic trigger and wet agent solution

■ Portable fire extinguisher (ANSUL) with 7.7 kg
of dry chemical extinguishing agent

13866-1

PAINTWORK
Cabin/chassis color RAL 1007

Drive components color RAL 9005

13358-1

ACCESSORIES
■ Two wheel chocks
■ Hazard warning triangle
■ Tool bag
■ Safety helmet and hearing protection
■ First aid kit

13182-2

ACCESSORIES (OPTIONAL)
■ Spare tire
■ Expanded tool kit

11344-3

DOCUMENTATION
■ A printed operating manual in the local lan‐

guage in the document box
■ Operating manual, spare parts list and circuit

diagrams in electronic form via online access

12825-4

DOCUMENTATION (OPTIONAL)
■ An additional operating manual in local lan‐

guage, in printed form, included with the ma‐
chine

■ A spare parts list in local language or English, in
printed form

12263-2

MACHINE SOFTWARE
■ Interface language in local language

12824-3

MAINTENANCE KITS (OPTIONAL EQUIPMENT)
■ Service package, 2000 operating hours
■ Service package, 3000 operating hours
■ Service package, 5000 operating hours

11355-8

PAUS CONNECT CLOUD (OPTIONAL)

The PAUS CONNECT CLOUD collects and visualizes
data, messages or location information of the ma‐
chine.
The data is transmitted to the cloud using a built-in
telemetry unit.
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Your advantages:
■ Faster service
■ Lifecycle cost management
■ Data transmission via existing wi-fi and/or cel‐

lular networks
■ Data buffering of all data in case of no connec‐

tivity (up to 30 days)
■ Access to the PAUS CONNECT CLOUD
■ Remote diagnostics/remote maintenance
■ Statistical usage analysis
■ Vibration monitoring
■ Individual evaluation and statistics

11353-2

CUSTOMER SERVICE
Repair work and maintenance work are central
points in customer support. Here, PAUS is broad‐
ly positioned and offers its customers and dealers
worldwide an extensive service program. Trained
employees are available on our service hotline, as
are competent contact persons at our local dealers.

11354-2

SPARE PARTS
We attach great importance to a high level of avail‐
ability of PAUS spare parts. In addition to mainte‐
nance and service parts, which are available at any
time, customers and dealers are able to purchase
spare parts for engines, axles, transmissions, etc.
easily and quickly through us. Benefit from our on‐
line catalog with refined spare parts lists.
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14654-2

DIMENSIONS

K

L

DCB

A

H

M

E

F

G

O

I

J

N

845195-00

Dimension Value Unit

A 4,530 mm

B 930 mm

C 2300 mm

D 1,300 mm

E 250 mm

F 990 mm

G 300 mm

H 1,965 mm

I 2,090 mm
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Dimension Value Unit

J 2,365 mm

K 1,750 mm

L 800 mm

M 24 °

N 16 °

O 190 mm
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14655-1

TURNING RADII

B

A

C

D

Dimension Value Unit

A 5,850 mm

B 2,930 mm

C 3,800 mm

D 3,800 mm
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